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INBOARD
4-STROKE

4-STROKE INBOARD
PREMIUM QUALITY VDS3 4-STROKE MOTOR OIL

Premium Quality lubricant for inboard 
marine diesel engines of pleasure boats.

- Excellent protection against wear
- High deterging-dispersing power 
- Longer life and cleanliness of all components of the engine
- Protects engine from corrosion

PERFORMANCE LEVEL
SAE 10W-40
API CI-4, SL / ACEA E7 / MB 228.3 / MAN M3275
VOLVO VDS 3 / RENAULT TRUCKS RLD-2 / MTU TYPE 2
CUMMINS CES 20076 - 20077 - 20078
CATERPILLAR ECF-1-A / MACK EO-N, EO-M PLUS
DEUTZ DQC III-10 / GLOBAL DHD-1
COD. 387049 / 387051 / 387054

SAE 15W-40
API CH-4, SJ / ACEA E7 / MB 228.3 / MAN M3275
VOLVO VDS 3 / RENAULT TRUCKS RLD-2 / MTU TYPE 2
CUMMINS CES 20076 - 20077 / CATERPILLAR ECF-1-A
MACK EO-N, EO-M PLUS / DETROIT DIESEL 93K215
COD. 383040 / 383049 / 383051 / 383054

4-STROKE MSAPS INBOARD
PREMIUM 4-STROKE MOTOR OIL
API CJ-4 / VDS4 PERFORMANCE

PERFORMANCE LEVEL
SAE 15W-40
API CJ-4, SM / ACEA E7 - E9 / MB 228.31
MAN M3575 / VOLVO VDS 3 - VDS 4
RENAULT TRUCKS RLD-3 / MTU TYPE 2.1
CUMMINS CES 20076 – 20077 - 20081
CATERPILLAR ECF-2, ECF-3
MACK EO-O PREMIUM PLUS
DETROIT DIESEL DDC 93K218 / DEUTZ DQC III-10LA
SCANIA LOW ASH / ALLISON C4
COD. 382049 / 382051 / 382054

Premium Performance Lubricant for inboard marine diesel 
engines of the last generation installed on pleasure boats. 
Suitable where highly performing lubricants with strong resistance 
even under severe operational conditions are requested.

- Excellent protection against wear
- High deterging-dispersing power 
- Longer life and cleanliness of all components of the engine
- Protects engine from corrosion
- Best compatibility with exhaust gas post-treatment systems

Triple action
The exclusive anti-friction Bardahl Polar Plus – Fullerene formula assures a triple protection layer: 
a superficial lubricant film / an area of polar molecules (Polar Plus) / the Fullerene C60 molecules 
as a mechanism of final protection.

BARDAHL EFFICIENCY

On the occasion of recent tests carried out in the oil laboratories of the French Government 
it was certified that the Bardahl formula is able to reduce the engine wear by 34% as compared 
to traditional lubricants and even by 70% in the most critical step, the engine starting phase. 

BARDAHL: A WORLD
WITHOUT FRICTION

Bardahl Manufacturing Corporation has been 
producing and distributing high quality lubricants 
and additives for different purposes since 1939: 
• automotive • industry 
• racing • marine • aerospace.

Bardahl is a multinational company that 
distributes its products to over 90 countries 
and operates in 8 of these with industrial plants 
of blending and packaging.

In the Bardahl Research Center in Seattle 
(Washington, U.S.A.) real tests are constantly being 
carried out on vehicles and machines. Severe 
laboratory tests are also performed, in order to 

BARDAHL IN ITALY

Since 1973 MAROIL has been one of the 8 
blending and distribution poles. In 1998 MAROIL 
was awarded with the DNV Qualification (Det Norske 
Veritas Quality System) and avails itself of a modern 
and completely automated blending system for 
producing and packaging the Bardahl products.

BARDAHL IS A MULTINATIONAL COMPANY THAT 
DISTRIBUTES TO OVER 90 COUNTRIES IN THE WORLD 
AND OPERATES IN 8 OF THESE WITH INDUSTRIAL 
PLANTS OF BLENDING AND PACKAGING.

obtain advanced products suitable to meet the 
requirements of the more and more sophisticated 
engines of today. Bardahl presently enjoys the best 
reputation in the world industry, as the base 
formulation of the whole Bardahl range is 100% 
exclusive and definitely differs from competing 
products for superior quality and absolute reliability.

MORE THAN ORIGINAL, UNIQUE. 
Thanks to its chemical formulations, Bardahl overcomes the recommended original products.
Excellent protection, safety and reliability for every type of car thanks to the continuous research and development 
of products and the exclusive POLAR PLUS and FULLERENE C60 molecules.



REVERSING GEAR AND STEERAGE OIL

GREEN POWER FOUR

Premium quality lubricant for gasoline outboard 4-stroke 
engines of the last generation that require highly performing 
lubricants with API SL-CF/ACEA A3/B3 standards.
- Excellent wear control even when oil is very much diluted with gasoline
- Longer life and cleanliness of all components of the motor
- Controls the formation of sludge usually caused 
 by low temperatures and humidity.

API SL 4-STROKE MOTOR OIL

PERFORMANCE LEVEL
SAE 10W-40
ACEA A3-B3 / API SL-CF / MB 229.1 / VW 501.01-505.00 
COD. 385040 / 385049 / 385051 / 385052 / 385054

GREEN POWER FOUR C60

Premium performance lubricant.

- Excellent wear control even when oil 
 is very much diluted with gasoline
- Longer life and cleanliness of all components of the motor
- Protects the engine from salt corrosion and rust caused by water  
- Controls the formation of sludge usually caused 
 by low temperatures and humidity
- Protects the operation of catalysts

NMMA FC-W (CAT) 4-STROKE MOTOR OIL LUBRICANT FOR RACING 2-STROKE AQUABIKES

PERFORMANCE LEVEL
SAE 25W-40
NMMA FC-W (CAT)
COD. 391040 / 391049 / 391051 / 391054

GREEN POWER FOUR C60

Premium performance lubricant for gasoline outboard and out-inboard 
4-stroke engines of the last generation that require highly performing 
lubricants with NMMA FC-W and FC-W (CAT) standards.

- Excellent wear control even when oil is very much diluted with gasoline
- Longer life and cleanliness of all components of the motor
- Protects the engine from salt corrosion and rust caused by water 
- Controls the formation of sludge usually caused 
 by low temperatures and humidity
- Protects the operation of catalysts
- 100% synthetic formulation

FC-W (CAT) API SM 4-STROKE MOTOR OIL

SAE 10W-30
API SM - NMMA FC-W (CAT) 
COD. 380040 / 380051

SAE 10W-40
API SM - NMMA FC-W (CAT) 
COD. 384040 / 384051

OUTBOARD
4-STROKE

GREEN POWER
TC-W3  2-STROKE MOTOR OIL

PERFORMANCE LEVEL   
NMMA TC-W3
COD. 251140 / 251049

AQUABIKE RACING

Premium Performance lubricant especially 
developed for 2-stroke aquabikes.

- Effective lubrication and best protection of engine 
 from wear under all employment conditions
- Excellent cleanliness of the piston, combustion chamber 
 and sparkling plugs
- Effectively controls deposits at high temperatures 
 and prevents the sticking of rings and their consequent 
 anomalous wear due to “ring jacking”
- Smokeless Technology

PERFORMANCE LEVEL 
API TC / JASO FD / ISO - L - EGD 
COD. 257140

DIRECT INJECTION

PERFORMANCE LEVEL
NMMA TC-W3
COD. 258049

OUTBOARD
2-STROKE 

Lubricant developed with premium quality ashless additives for all outboard 
2-stroke motors, traditional and DFI high power motors of any engine size 
for which lubricants with a marked lubricity and NMMA TC-W3 performances 
are required. Suitable for all engines with automatic or manual blending.

- Excellent cleanliness of the piston, combustion chamber 
 and sparkling plugs
- Effectively controls deposits at high temperatures and prevents the sticking
- of rings and their consequent anomalous wear due to “ring jacking”
- Perfect protection against rust, corrosion and wear
- Smokeless technology

Lubricant developed with premium quality ashless additives for the modern  
outboard 2-stroke direct injection motors with high power, for which lubricants 
with a marked lubricity, high thermal stability and much higher performances 
than the ones provided for by the NMMA TC-W3 standards are required. 

- Excellent cleanliness of the piston, combustion chamber and sparkling plugs
- Effectively controls deposits at high temperatures and prevents the sticking 
 of rings and their consequent anomalous wear due to “ring jacking”
- Perfect protection against rust, corrosion and wear
- Smokeless technology
- Remarkably overcomes the performances established 
 by the NMMA TC-W3 standards to meet the requirements 
 of Direct Fuel Injection (DFI) outboard motors.

OUTBOARD GREASE

Special water-repellent grease made with lithium soap, 
with the addition of anti-oxidant, anti-rust and anti-wear agents, 
suitable for the lubrication and protection of mechanical parts 
of in/outboard marine motors, chains, remote controls, 
submerged pumps and kinematic mechanisms exposed to water.

- Protects surfaces from the aggressive action 
 of humidity and water with a high content of salt
- Strong resistance to the washing-away action of water
- Protects surfaces from rust, corrosion and wear.

ANTI-CORROSION MARINE GREASE

CLASSIFICATION
NLGI 2 
COD. 507019

T&D SYNTHETIC OIL

Special lubricant for gear systems of stern drive units, drives of outboard 
motors and marine transmissions for which oils with SAE 75W-90 viscosity 
are required. Its excellent EP, anti-wear and anti-foam properties permit 
an optimal lubrication and protection of gears even when they are 
strongly stressed and under the most severe operational conditions.

- Excellent protection of gears against wear, rust and heavy loads
- Best effectiveness of transmission
- Longer life and cleanliness of all components of transmission

STERN DRIVE OIL

PERFORMANCE LEVEL
SAE 75W-90
API GL-5 e GL-4 / MT-1
COD. 425140 / 425051

OUTBOARD GEAR OIL

Special lubricant for gear systems of stern drive units, drives 
of outboard motors and marine transmissions for which oils with 
SAE 80W-90 viscosity are required. Its excellent EP, anti-wear 
and anti-foam properties permit an optimal lubrication 
and protection of gears even when they are strongly stressed 
and under the most severe operational conditions.

- Notable EP (Extreme Pressure) performances
- Excellent protection of gears against wear, rust and corrosion
- Longer life and cleanliness of all mechanic components
- High resistance against deterioration and thermal oxidation.

STERN DRIVE OIL

PERFORMANCE LEVEL
SAE 80W-90
API GL-4 e GL-5
COD. 450019

LUBRICANTS FOR
STERN DRIVES

T&D OIL 80W-90

Special oil with excellent properties that make it suitable to strongly 
reduce the friction, wear and corrosion originating from sea water.

- Excellent protection of gears against wear and heavy loads
- Best effectiveness of transmission
- Longer life and cleanliness of all components of transmission
- High resistance against deterioration and thermal oxidation
- Compatibility with synchronizers and elastomers

STERN DRIVE OIL

PERFORMANCE LEVEL
SAE 80W-90
API GL-5 e GL-4 / MT-1 / ZF TE-ML 05A - 12E - 16B - 17B - 19B - 21A
COD. 421140 / 421051

ATF SPEED DIII
REVERSING GEAR AND STEERAGE OIL

PERFORMANCE LEVEL
DEXRON IIIH / MB 236.9 / ZF-TE ML 03D-04D-14A-14B-17C / ALLISON C-4 
MERCON / CAT TO-2 / VOITH G 607 / MAN 339V1-339Z2 / VOLVO 97340
COD. 386040 / 386051

GEAR OIL 
HIGH PERFORMANCE

Special lubricant for gear systems of stern drive units, 
drives of outboard motors and marine transmissions for which oils 
with API GL-5 performances and SAE 90 viscosity are required. 
The special additives used give the product a high thermal-oxidative 
stability, also protecting the lubricant from deterioration and permitting 
longer oil change intervals. Its excellent anti-friction, anti-wear 
and EP properties permit an optimal lubrication and protection 
of the mechanical components, even under the most severe 
operational conditions. Ideal for professional boating.

STERN DRIVE OIL

PERFORMANCE LEVEL
SAE 90
API GL-5
COD. 400040 / 400051 / 400054

LUBRICANTS FOR 
STERN DRIVES

Special lubricant for marine reversing gears, hydraulic transmissions, 
driving systems and other hydraulic circuits for which the manufacturer 
requires ATF type fluids. The special additives used give the product 
a high thermal-oxidative stability, also protecting the lubricant from 
deterioration and permitting longer oil change intervals. Its excellent 
anti-friction, anti-wear and anti-foam properties permit an optimal 
lubrication and protection of the mechanical components, even under 
the most severe operational conditions. Ideal for professional boating.

TC-W3  2-STROKE MOTOR OIL FOR DIRECT 
INJECTION ENGINES

PERFORMANCE LEVEL


